/HFKQLFDO

The woven fabric is produced

using co-extruded tapes. Each
individual co-extruded tape

consists of a high melting point
SRO\PHU FRUH VXUUR
lower melting point copolymer

“cap” coat.

Armordon® fabric utilises the
technology of the co-extruded
WDSH ZLWKLQ IDEULF
the technology does not rely on
UHVLQ LPSUHJQDWLRQ
ZHOGLQJ RI ADW WDSH

‘DWD

J)DEULF 'DWD

Fabric Weight g/m? 107
KQGHG E\ D

Tensile Strength [N 1250

(Warp)

Tensile Strength | N 1150

(Weft)

1 0,

RogAgany 2oy % 10

Celousy RQ WKH *UH\ RU :KLWH
/[ _ZKHUPDO

FRQVROLGDWLRQ XVXDOO\ XQGHU

SUHVVXUH RI WKH
the “cap” coat of the individual
tapes and fuses the tapes
together within the weave of
the material.

IDE

Applications

SRP composites are currently

in use to manufacture luggage
6DPVRQLWH 7XPL IR

EDOOLVWLF DQG EODV

sports goods (body protection

pads) and automotive body

SDQHOV 3RUVFKH 1%$6

ULF PHOWYV

OHFKDQLFDO 'DWD IRU ORXOGHG ODWHULDO PP

Density ISO 1183 g/lcm? 0.78
Tensile Modulus ISO 527 *3D 4.4
Tensile Strength ISO 527 MPa 200
Flexural Modulus ISO 178 *3D 3.8
Charpy Impact (Type FN) at ISO 179 kJ/M? No break
20°C)
LJ\lq_t)ch\q,Qharpy Impact (EP ISO 179 kJ/M? 137
YREAHHOV IRU
Izod Impact (Type FN) ISO 180 kJ/M? No break
Notched Izod Impact (EP ISO 180 kJ/M? 115
& A)

+\EULG
FDUERQ ¢(EUHYV

IDEULFV FDQ DOVR EH SURGXFHG ZLWK D

IHW&RPSRVLWHYV /WG
4A Broom Business Park
%ULGJH :D\ &KHVWHU
6 4* 8.
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